DALLMER

Bescheinigung Nr. 2016-101

Wir bescheinigen, dass die Prifung des
nachfolgend beschriebenen Bauprodukts:

Bodenablaufe Entwasserungsrinne Ceraline

die Anforderungen folgender Normen erfllt
hat:

Ablaufe fir Gebaude Teil 1:

Bodenablaufe mit Geruchverschluss mit einer
Ceruchverschlusshéhe von mindestens 50 mm
Deutsche Fassung EN 1253-1:2015-03

DIN EN 1451-1:1999-03
Kunststoff-Rohrleitungssystem zum Ableiten
von Abwasser innerhalb der Gebaudestruktur —
Polypropylen (PP)

Die Enzelergebnisse der durchgefiihrten
Prifung sind im LGA-Prifbericht
Nr. 21246285-001 dokumentiert.

Diese Bescheinigung ist gultig bis 31.01.2021.

Arnsberg, 25.01.2016

DALLMER GmbH + Co.KG
Holger Brakel

Entwicklung und Konstruktion

We confirm, that the following described
building product:

Gullies / Channel drains Ceraline

has fulfilled the requirements according to the
following standards:

Gullies for buildings - Part 1:

Trapped floor gullies with a depth water seal of
at least 50 mm

German Version BN 1253-1:2015-03

DIN EN 1451-1:1999-03

Plastic piping systems for soil and waste
discharge within the building structure —
Polypropylen (PP)

The detailed results of the test are documented
in the test report No. 21246285-001.

This certificate is valid until 31.01.2021.



